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Midi

Passage of light and dishes
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The MIDI model is perfect for openings at a different height from the
floor. Openings such as sky-lights and hatches can use the MIDI system.
Like the other products, the MIDI has applications in both plastered
and plasterboard walls.
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Midi




Plasteres and Pasterboard Walls

Code Lighi?(pHening Dooli I)D(anels A B C HSB HT
SINGLE DOOR
600 X H 615X H + 10 650 600 1300 H + 45 H + 80
700 X H 715 XH+10 750 700 1500 H+ 45 H + 80
800 X H 815X H +10 850 800 1700 H+45 H + 80
900 X H 915X H +10 950 900 1800 H + 45 H + 80

DOUBLE DOOR

1000 X H 515 X H + 10 1050 500 2100 H + 45 H + 80
1200 X H 615 X H + 10 1250 600 2500 H + 45 H + 80
1400 X H 715 X H + 10 1450 700 2900 H + 45 H + 80
1600 X H 815 X H + 10 1650 800 3300 H + 45 H + 80
1800 X H 915 X H + 10 1850 900 3700 H + 45 H + 80

H = Light Opening Heights avaiable for MIDI models: 800 - 900 - 1000 - 1100

Calculation formula for the total volume:
Overall widht size: Widht Light opening (L) x 2 + 100 mm (ex. 1200 x 2 + 100 = 2500)
Overall height size: Height Light opening (H) + 80 mm (ex. 1300 + 80 = 1380)




